
As a manufacturer of Palisade fencing, CLA ensure 
that only top quality materials are used in its 
production. CLA produce the modern “W” profile 
pale. The reinforcing shape of the “W” profile 
produces a strong and resilient pale. This system 
comes supplied in a Galvanised finish as standard 
with an option to Polyester Powder Coat. 
 
CLA Palisade fencing is predominately used 
to secure large areas where a permanent cost 
effective but formidable long-lasting security 
deterrent is required. The pointed pale top act as a 
climbing deterrent and the style and shape of the 
pales gives little grip and deters climbing.  
 
With no compromise on quality materials and 
protective treatments, our range of palisade 
fencing is low maintenance yet strong, sturdy and 
durable. 

Palisade 

Product Finishes:
         

Suitable For: 

Distribution Facilities
Commercial Areas
Retail Outlets  
Storage Facilities 

Key Features: 

Supplied In Kit Form 
Available from Stock
Cost Effective  
Deters Climbing  

Other RAL 
colour finishes 
available 

6005 9005

Available to order online at www.CLAFabrications.co.uk

GALV



Available to order online at www.CLAFabrications.co.uk

Palisade
Height Post Size Post Length Pale ThicknessRail Size Post Centres

1200 100x55 IPE  1625mm 2mm45x45 RSA 2750mm 153mm

1500 100x55 IPE 2025mm 2mm45x45 RSA 2750mm 153mm

1800 100x55 IPE 1325mm 2mm45x45 RSA 2750mm 153mm

2000 100x55 IPE 2725mm 2mm45x45 RSA 2750mm 153mm

2100 100x55 IPE 2725mm 2mm45x45 RSA 2750mm 153mm

2400 100x55 IPE 3125mm 2mm45x45 RSA 2750mm 153mm

Easy to assemble design  
 
Galvanised as standard to BS EN 10345:2009 
 
Available powder coated to BS EN 13438: 2005 (minimum 100 
microns) 

Post options available: 
In ground posts   
Baseplated posts 
Wall fixing plates  
Cranked or straight extensions  

 

Triple point Round & Notched Single Point

Pales supplied as 2mm as standard, 2.5mm pales are available  

Pale Ctrs

3000 100x55 IPE 3925mm 2mm45x45 RSA 2750mm 153mm

Pale head options available:  


